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Certificates/Standards

Heavenly        Product Cut Sheet
HL-PAR38COB15W

Usage:
Heavenly         PAR30 can impact energy usage and costs dramatically 
for hotels, cafés, restaurants, retail stores, commercial shopping centers, 
wall lightings, galleries, etc.

Material:
Patented Aluminum Casting Alloy Housing
Dimmable with low voltage trailing edge dimmers in the market like 
Lutron, Legrand, Masano, etc. The dimming range is from 5%-100% 
with smooth dimming transition.

Input voltage:    110VAC, 230VAC, 277VAC
Frequency Range:   47-63HZ
Operating Tempature:   -30~+60°C
Usage time:    Less than 12hours per day
CE:     EN55015, EN61547, EN61000, 
    EN60968, EN62471, 
UL:     E347834, LM79/80 CERTIFIED
RoHS:

Electrical Specifications:
LED Power:    1PC 15W COB high power LED
Power Consumption:   15W
Lumens:    WW: 1200LM, CW: 1430LM
Beam Angle:    38 Degrees, 60 Degrees
Color Rendering Index:   ≥80RA
Dimension:    ф121×121.5mm
Junction Temperature:   <75°
Ambient Humidity:   90%
Light Decay:    5-6% after 3000HRS
Total Harmonic Distortion:  ≤5%
Lamp's Efficiency:   ≥90%
Warranty:   2 years
Safety Assurance:   CE, RoHS and UL
Life Time:    50,000HRS

Notes: 
1. Internal Temperature Sensitive Resistor - Avoid power surges.
2. Internal Electric Fuse.

Service:
Attempting to disassemble the tube will void warranty. For warranty issues, please contact 
the service department.

Product Overview:

Heavenly          PAR38 features single chip 
technology (COB power) and offers over 50%+ 
savings in energy consumption. Lights have 
bright, high color effect rendering 
functionality, retrofit available, approx 100w 
output equivalent.


